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PROJECT OVERVIEW
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ÅThe Work Will Consist of 3 Phases:

ü Phase 1 ïSanitary Sewer Replacement ï(2 Months)

ü Phase 2 ïDrinking Water Main Replacement (2 Months)

ü Phase 3 ïRepaving of 2nd Street (1 ï2 Months)



REASON PROJECT IS NEEDED
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ü Phase 1 ïSanitary Sewer Replacement ï

Å Groundwater is infiltrating the old 8ò Clay Sewer.

Å The groundwater is expensive to treat at Emersonôs wastewater 
plant ïuses up plant capacity and limits growth.

ü Phase 2 ïDrinking Water Main Replacement ï

Å The water pipe is old, corroded 2ò Galv. Steel & fails often.

Å We need at least a 6ò diameter watermain to provide fireflow.

ü Phase 3 ïRepaving of 2nd Street ï

Å The road will be destroyed by the sewer and water work.
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Phase 1 ïSanitary Sewer Replacement

ÅPhase 1 Sewer Sequence of Work:

1. Replace 8ò Sewer Main and Manholes

2. Test New Sewer Main & Manholes

3. Replace 4ò Sewer Laterals to Property Line

4. Install Temporary Paving Above Trench Cuts
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ÅService Outages:

1. 8 ï12 Hours for Replacement of Laterals



Phase 1 ïSanitary Sewer Replacement
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Sewer Pipe Replacement

Manhole Replacement



Phase 2 ïWatermain Replacement

ÅPhase 2 Watermain Sequence of Work:

1. Replace 2ò Watermain with New 6ò Main

2. Flush, Disinfect, & Test New Watermain

3. Replace Ĳò Water Service Lines to Water Meter

4. Install Temporary Paving Above Trench Cuts
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ÅService Outages:

1. 8 ï12 Hours for Replacement of Services



Phase 2 ïWatermain Replacement
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Watermain Replacement

Watermain Replacement



Phase 3 ïRepaving of Roadway

ÅPhase 3 Paving Sequence of Work:

1. Apply Tack Coat to Existing Pavement

2. Lay down Asphalt Levelling Course

3. Lay down Asphalt Topping

4. Striping
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ÅAccess Concerns:

1. Access to be maintained from at least one direction



Phase 3 ïPaving of Roadway
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Temporary Paving Tack Coating

Levelling
Topping



Questions
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